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NetherAbstract—Left ventricular (LV) blood flow is an inherently complex time-varying 3-D phenomenon, where 2-D
quantification often ignores the effect of out-of-plane motion. In this study, we describe high frame rate 4-D echo-
cardiographic particle image velocimetry (echo-PIV) using a prototype matrix transesophageal transducer and a
dynamic LV phantom for testing the accuracy of echo-PIV in the presence of complex flow patterns. Optical
time-resolved tomographic PIV (tomo-PIV) was used as a reference standard for comparison. Echo-PIV and
tomo-PIV agreed on the general profile of the LV flow patterns, but echo-PIV smoothed out the smaller flow
structures. Echo-PIV also underestimated the flow rates at greater imaging depths, where the PIV kernel size
and transducer point spread function were large relative to the velocity gradients. We demonstrate that 4-D
echo-PIV could be performed in just four heart cycles, which would require only a short breath-hold, providing
promising results. However, methods for resolving high velocity gradients in regions of poor spatial resolution
are required before clinical translation. (E-mail: j.voorneveld@erasmusmc.nl) © 2019 The Author(s).
Published by Elsevier Inc. on behalf of World Federation for Ultrasound in Medicine & Biology. This is an open
access article under the CC BY-NC-ND license. (http://creativecommons.org/licenses/by-nc-nd/4.0/).
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flow imaging.INTRODUCTION
Blood flow patterns in the left ventricle (LV) are of
increasing interest in the study and early diagnosis of LV
dysfunction, with particular focus on the transmitral jet
and the intra-ventricular vortex dynamics that occur
between filling and ejection (Kheradvar et al. 2012; Sen-
gupta et al. 2012b; Martınez-Legazpi et al. 2014; Pasi-
poularides 2015; Pedrizzetti et al. 2015; Arvidsson et al.
2016). Currently, the primary in vivo techniques used for
studying LV flow dynamics are phase-contrast magnetic
resonance imaging (PC-MRI) and echocardiography.
PC-MRI has the advantage of being able to measure
flow patterns in 3-D (often called 4-D flow magneticddress correspondence to: Jason Voorneveld, Department of
dical Engineering, Thorax Center, Erasmus MC University
l Center, EE 2302, Wytemaweg 80, 3015 CN, Rotterdam, the
lands. E-mail: j.voorneveld@erasmusmc.nl
805resonance imaging [MRI]) and not requiring contrast
agent injection, but requires long acquisition times (aver-
aging over hundreds of cardiac cycles), expensive infra-
structure and equipment and suffers low temporal
resolution (only acquiring 2030 phases per cardiac
cycle) (Dyverfeldt et al. 2015).
Alternatively, clinically available echocardio-
graphic blood flow imaging techniques are bedside-
available and can be acquired at 15100 frames per sec-
ond, but are currently limited in the flow components
that can be measured. Pulsed-wave Doppler can accu-
rately measure blood velocities, but only the velocity
component parallel to the ultrasound beam (axial) and in
a small interrogation region at a time. Alternatively,
color Doppler can visualize blood flow over a region in
2-D, but again only the axial velocity component. Also,
aliasing is common when high velocities are present,
806 Ultrasound in Medicine & Biology Volume 46, Number 3, 2020although methods have been proposed to circumvent this
issue (Lai et al. 1997; Muth et al. 2011; Posada et al.
2016). Because LV blood flow patterns are inherently 4-
D (time-varying 3-D), echocardiographic techniques that
can estimate 4-D blood flow patterns, resolving all three
spatial components, are required.
Some experimental ultrasound techniques have
emerged to address the need for 4-D blood flow measure-
ment. For instance, vector Doppler estimates the lateral
velocity components by using multiple angled Doppler
acquisitions (Correia et al. 2016). Similarly, transverse
oscillation estimates lateral displacement by introducing a
lateral modulation into the received signal (Holbek et al.
2017a; Holbek et al. 2017b). However, transverse oscilla-
tion and vector Doppler require larger apertures for
greater depths of interest, which is difficult with cardiac
imaging owing to the small intercostal windows available.
Along similar lines to vector Doppler, Gomez et al. (2015)
reconstructed the cycle-averaged blood flow in the LV by
combining multiple 3-D Doppler acquisitions from differ-
ent views and regularizing the result with segmented 3-D
wall motion. However, the results required manual de-
aliasing and alignment of the Doppler data.
Alternatively, vector flow mapping calculates
lateral velocity components from color Doppler acquisi-
tions and segmentations of the LV wall using a model-
based approach (Garcia et al. 2010; Assi et al. 2017).
Grønli et al. (2018) expanded this method to adults with
the addition of a hybrid blood-speckle tracking and
Doppler estimator to circumvent aliasing. However,
Grønli et al. (2018) state in the same work that the effect
of measurement precision of boundary conditions should
be investigated further and the technique should undergo
thorough in vivo validation.
Blood-speckle tracking estimates the displacement of
blood-speckle patterns (Fadnes et al. 2017). For the blood
velocities expected in the LV (»1 m/s, higher for regurgi-
tation jets), very high frame rates (HFRs) are required to
limit the inter-frame speckle displacement so that tracking
is still possible. Wigen et al. (2018) demonstrated
3-D blood speckle tracking in healthy volunteers, using
multi-beat (seven heartbeats in total) 3-D volumes and
multi-beat 10˚ wide “thin-slice” acquisitions. Both meth-
ods compared well with PC-MRI but mentioned signal-
to-noise ratio (SNR) and clutter as significant challenges
going forward. Here ultrasound contrast agents (UCAs)
microbubbles are useful as they provide large SNR
improvements over native blood backscatter. The tracking
of microbubbles instead of native blood speckle is called
echo-particle image velocimetry (echo-PIV).
Like speckle tracking, echo-PIV also requires HFR
echocardiography to accurately track the high velocities
present in the LV (Kheradvar et al. 2010; Gao et al.
2013; Gao et al. 2015). HFR echo-PIV has been shownto accurately estimate the high velocities present in the
LV in vitro (Voorneveld et al. 2018b) and has been dem-
onstrated in humans in 2-D (Toulemonde et al. 2018;
Voorneveld et al. 2019).
Some techniques have been proposed for extending
echo-PIV to 3-D while still using 1-D array transducers:
sweeping/moving the transducer to obtain multiple 2-D
echo-PIV fields so that a 3-D field can be reconstructed
(Zhou et al. 2019a; Zhou et al. 2019b), using bi-plane
acquisitions to estimate velocity fields in two orthogonal
directions (Sengupta et al. 2012a), utilizing speckle decor-
relation combined with knowledge of the elevational
beam profile to estimate out-of-plane motion (Poelma
et al. 2011; Zhou et al. 2018; Zhou et al. 2019c). Alterna-
tively, using a matrix transducer in a simulation study,
Gao et al. (2013) used multi-line acquisition (frame
rate = 113 Hz) to measure blood flow in a simulated LV,
but found that the frame rate was too low to measure the
high velocities associated with filling and ejection.
Here we investigate the capabilities of a prototype
matrix transesophageal (TEE) probe that employs
micro-beamforming to reduce the number of channels
requiring direct connections to the ultrasound system.
The architecture of the probe permits volumetric imag-
ing in a 20˚£ 20˚ field of view at the pulse repetition fre-
quency (PRF, 4 kHz in this study). To image the whole
LV (60˚£ 60˚), a multi-beat acquisition scheme of just
four cycles was used with four beams per cycle, allowing
for a frame rate of 1 kHz. The presented technique would
allow for 4-D flow-pattern estimation over the whole LV
in just four heart beats. The accuracy of HFR echo-PIV
using this acquisition scheme is assessed by comparison
with time-resolved tomographic PIV (tomo-PIV). Tomo-
PIV provides high spatial and temporal resolution 4-D
velocity data in a single cycle but requires optical access.
For this purpose, we have designed a dynamic LV phan-
tom that can be imaged with both echo-PIV and tomo-
PIV. In this study, we assess the accuracy of 4-D
echo-PIV when using this prototype matrix TEE probe.METHODS
LV phantom
A detailed explanation of the LV phantom used in
this study is provided in Saaid et al. (2019), but a brief
overview will be provided here. An optically and acous-
tically transparent silicone LV shell (»0.5 mm thick)
was modeled on the mean shape of a set of 150 com-
puted tomography patient LV segmentations (Kirişli
et al. 2010; Metz et al. 2012). The LV was fitted with
bio-prosthetic mitral (25 mm, Perimount, Edwards Life-
sciences Corp., Irvine, CA, USA) and aortic (19 mm,
Perimount Magna Ease, Edwards Lifesciences Corp.)
valves and contained in a rigid acrylic pressure chamber
Fig. 1. (a) Partial section view of LV phantom with the matrix TEE transducer shown in its approximate location. Bio-
prosthetic mitral (red) and aortic (blue) valves are shown in their position. Red arrows indicate direction of flow circuit.
Atrial and compliance chambers are connected by a tube with an adjustable resistance valve. (b) Schematic top view of
LV phantom showing tomoPIV setup; see text for details. LV = left ventricular; TEE = transesophageal; tomo-
PIV = tomographic particle image velocimetry.
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and base) (see Fig. 1a). The mitral and aortic tracts of
the LV were connected to atrial and compliance cham-
bers (transparent acrylic, built in-house), which were
connected via a tube with an adjustable resistance valve
(ViVitro Labs Inc., Victoria, BC, Canada), forming
the LV flow circuit. The rigid pressure chamber was con-
nected to a programmable piston pump (SuperPump,
ViVitro Labs Inc.), forming the hydraulic circuit. The
hydraulic circuit varied the volume in the rigid chamber,
causing the ventricle to expand and contract, pumping
fluid through the flow circuit. Both the hydraulic and LV
flow circuit were filled with a glycerol in water mixture
(60:40 by volume, density = 1160 kg/m3, dynamic vis-
cosity = 17.7 mPas, sound speed = 1790 m/s) to match
the refractive index of the silicone LV (1.413). The pis-
ton pump oscillated in a sinusoidal pattern (70 beats per
min, 50 mL stroke volume), causing the LV to pump the
fluid through the flow circuit (red arrows—Fig. 1a). The
pump provided an electronic trigger signal for synchro-
nizing acquisitions to a specific phase of the cycle.
Tomo-PIV
A brief overview of the tomo-PIV setup is provided
here; for a detailed description, see Saaid et al. (2019).
Two high-speed CMOS cameras (Imager Pro HS 4 M,
PCO, Kelheim, Germany), recording at 2000 frames per
second, were placed behind two sets of custom-builtimage mirror-splitter systems, to effectively create four
independent views of the LV (Fig. 1b). The whole LV
volume was then illuminated using a pulsed Nd:YLF laser
(527 nm, Litron Laser, Warwickshire, England) passing
through a diverging lens system (Fig. 1b) pulsing at 2 kHz
(synchronized with the cameras). Fluorescent rhodamine-
B-coated particles (diameter = 2050 mm, density = 1100
kg/m3) were used as tracer particles and long-pass 540 nm
filters (Thorlabs Inc., Newton, NJ, USA) were used to
selectively capture the fluorescent signals from the par-
ticles. A single pump cycle was captured (857 ms) and
processed with Davis 10 software (LaVision, G€ottingen,
Germany). An iterative window refinement scheme was
used, starting with a kernel size of 7.843 mm3 for two iter-
ations, reducing to 5.233 mm3 and finally 3.843 mm3, all
with an overlap of 75%. The final spatial grid resolution
was 0.963 mm3 and the temporal resolution was 0.5 ms.
The measured point spread function (PSF) of a single
tracer particle was »0.3 mm isotropic. Note that no ultra-
sound was performed for the experiment described by
Saaid et al. (2019), and a time-resolved tomo-PIV analysis
was performed in this study instead of the phase-averaged
study by Saaid et al. (2019).
Ultrasound
A prototype matrix TEE probe (Oldelft, Delft, the
Netherlands) was used for imaging (central frequency 5
MHz). It had separated transmit (128 elements, 5.76£ 0.9
808 Ultrasound in Medicine & Biology Volume 46, Number 3, 2020mm2) and received (2048 elements, 8.7£ 8.7 mm2) aper-
tures of piezoelectric elements mounted on top of a front-
end application-specific integrated circuit (ASIC). The
receive aperture was grouped into 128 groups of 4£ 4 ele-
ments, where micro-beamforming was performed on the
ASIC for each group, thereby reducing the channel count to
128 in receive (Fig. 2a). A detailed explanation of the probe
is provided by Bera et al. (2018). The reduced channel count
allowed for the probe to be used with a single Vantage 256
ultrasound system (Verasonics Inc., Kirkland, WA, USA).
The probe was positioned below the ventricle, typical of an
apical view. The probe was placed approximately 5 mm
below and 10 mm septal of the ventricle’s apex, inside the
rigid pressure chamber and in contact with the hydraulic
fluid (see Fig. 1a).
A maximum beam width of 20˚£ 20˚ was possible
that suppressed grating lobes in receive to 20 dB (which
appeared diagonally at 21˚ from the main lobe owing to the
slanted receive aperture). However, this was not sufficient
for imaging the full LV volume (Fig. 2b). Thus, to cover the
whole LV (60˚£ 60˚), a rectangular grid of four beam steer-
ing angles was used in both the elevational and azimuthal
directions (20˚, 5˚, 5˚ and 20˚) resulting in 4£ 4 = 16
beam angles (Fig. 3). An additional constraint was that a
PRF limit of 4 kHz to prevent reflection artifacts occurring
at higher PRFs (from the LV chamber lid—despite the useFig. 2. (a) Schematic layout of matrix elements; note the separate
are reduced from 2048 to 128 by micro-beamforming in local 4£
single-beam opening angle of 20˚£ 20˚ in receive. This is insuffic
required to image the required field of view. Tx = tof acoustic dampening material on the inside of the lid).
Consequently, the use of 16 sequential beams would have
resulted in a frame rate of 250 Hz which was not sufficient
for high-velocity particle tracking. Therefore, we used a
gated sequence of four beams per pump cycle over four
cycles to adequately sample the spatial field of view
required, while maintaining a frame rate of 1 kHz (see
Fig. 3). Note that this gated sequence is not suited for
B-mode imaging of the bubbles as their position is not cycli-
cal. However, for velocity mapping, this scheme is accept-
able in the case that flow patterns are repeated in each cycle
and that cycle periods are consistent, so that the motion of
the bubbles is cyclical. In the case of this experiment, these
assumptions were reasonable.
It was our intention to use diluted UCA as ultrasound
tracer particles. However, the operation of the phantom
setup spontaneously generated small air bubbles in the
flow circuit with sizes expected to be between 10 and
100 mm which already provided an acceptable concentra-
tion of tracer particles. Therefore, no UCA was added.
A diverging wave transmission was performed
using a three cycle, 5 MHz tone burst with a PRF of
4 kHz. Peak-negative pressure was measured to be
between 260 kPa at 20 mm depth from the probe and 60
kPa at 80 mm depth. Details of the transmit and receive
scheme are provided in Table 1.d Tx and Rx apertures. The channel requirements in receive
4 subarrays. (b) The probe architecture imposes a maximum
ient to image the entire LV, thus multiple steered beams are
ransmit; Rx = receive; LV = left ventricular.
Fig. 3. Spatial sampling of the full LV volume is gated over four pump cycles, with four different beams being acquired
successively each cycle (16 total). Thus, a region of 60˚£ 60˚ can be sampled while maintaining a frame rate of 1 kHz,
but requiring four cycles to acquire. LV = left ventricular.
Table 1. Ultrasound parameters
Transmit
Center frequency 5 MHz
Pulse repetition frequency 4 kHz
Virtual focus depth 21 mm
Apodization Rectangular
Receive
Field of view (per beam) 120 mm£ 20˚£ 20˚
Field of view (total) 120 mm£ 60˚£ 60˚
Apodization Rectangular
Sample spacing 180 mm£ 0.6˚£ 0.6˚
Number of gated cycles 4
Frame rate (per cycle) 1 kHz
Table 2. Echo-PIV parameters
Echo-PIV
Clutter filter 55 Hz high pass eighth
order Butterworth
Similarity metric Normalized cross-correlation
(FFT)
Kernel size 6 mm£ 5˚£ 5˚
Iterations 4
Window deformation Bicubic interpolation
Overlap 50%£ 75%£ 75%
Particles 10100 mm air bubbles
Final grid (spherical) 3 mm£ 1.25˚£ 1.25˚
Final grid (cartesian) 3£ 1.4£ 1.4 mm3
Correlation averages 5 frames (5 ms)
Vector frame rate 200 Hz
Subpixel estimator 3£ 1-D Gaussian peak fit
Regularization
Outlier detection Universal outlier detector
(Westerweel and Scarano 2005)
Gaussian temporal
moving average
Standard dev. (s) = 5 ms
Truncation = 3 s
Gaussian spatial convolution s = 1.6£ 0.9£ 0.9 mm3
Truncation = 1.6 s
echo-PIV = echocardiographic particle image velocimetry.
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Acquired radio frequency (RF) data were first clut-
ter filtered (see Table 2) and then beamformed using
Verasonics software (v3.0.10, Verasonics Inc., Kirkland,
WA, USA) in Cartesian coordinate space and envelope
detected before inverse-scan conversion to a spherical
coordinate space. The conversion to spherical space was
performed to keep the PSF consistent over depth (see
Fig. 4). The speed of sound (1790 m/s) of the phantom
fluid was adjusted on the Verasonics software for delay
computation in both transmit and receive.
Custom PIV software written in Python (v3.6, Python
Software Foundation, Delaware, USA) was used to perform
PIV analysis (see Table 2 and Fig. 5) between successive
acquisitions with the same beam angle. Ensemble averaging
of five successive correlation volumes (averaging of the 3-
D normalized cross-correlation functions for successiveframes) was used, producing a vector frame rate of 200 Hz.
An iterative window deformation algorithm was used where
the second image volume was iteratively deformed using
the previous iterations displacement estimates as a deforma-
tion field (Scarano and Riethmuller 2000). Before echo-PIV
analysis, the tomo-PIV data were used to derive a static
mask of the LV. For each beam, this mask defined where
displacement estimation should be performed. After dis-
placements had been estimated for all 16 beams, they were
Fig. 4. Cross-plane B-mode images of a single sequential set of four beams (out of four beam groups). The left image (a) is dis-
played in the Cartesian coordinate system with the approximate LV cavity borders marked with a white line. Right image (b)
shows the same time frame in the spherical coordinate system with the spherically converted LV cavity borders shown. Note
how the PSF increases with depth for the Cartesian image (a) but stays approximately constant with depth in the spherical coordi-
nate system (b). Also note that the number of voxels describing the MV region in the spherical coordinate system is greatly





































Fig. 5. High-level processing chain utilized in this study. The four sets of beams acquired in each cycle are processed
individually and combined spatially and scan converted before outlier replacement and smoothing.
810 Ultrasound in Medicine & Biology Volume 46, Number 3, 2020combined, averaging overlapping vectors where applicable.
Vector data were then scan converted onto a regular Carte-
sian grid, using the grid spacing at 50 mm depth as the
cross-beam grid spacing (»1.4 mm). Finally, outlier
removal and replacement were performed and vectors were
regularized on the Cartesian grid using separate temporal
and spatial Gaussian convolution filters.Visualization and comparison
Vector comparison. Vector data were visualized
and flow rates computed using Paraview (v5.6, Kitware Inc.,New York, USA) (Ahrens et al. 2005). Before comparison
the tomo-PIV data were down-sampled to match the grid
spacing of the echo-PIV data using a local mean both spa-
tially and temporally. Flow rate through three XY planes
(25, 50 and 75 mm deep from the probe) as well as a plane
intersecting the outflow tract were computed and compared
for both echo-PIV and tomo-PIV. The average velocity
magnitude in a 4 mm section in center of the jet (at the same
plane depths as the flow calculations) was computed too.
SNR. To estimate the noise reference signal, a no-
transmit acquisition was recorded with all other receive
Image Velocimetry in an LV Phantom  J. VOORNEVELD et al. 811parameters held constant. The SNR could then be calcu-
lated using the formula: ¼ 20 log10ðAtransmit=Ano_transmitÞ,
where Atransmit and Ano_transmit are the average signal ampli-
tudes for recordings with transmit on and off, respectively.
Point spread function. PSF was measured at dif-
ferent depths by measuring the full-width-half-maximum
envelope signals of isolated bubbles along the three Car-
tesian axes.
RESULTS
Description of flow field
Shortly after mitral valve opening, a high-velocity jet
forms which is angled toward the septal LV wall (Fig. 6b
and 6j). Initially, a vortex ring develops at the head of the
jet but the septal side of the ring is diminished when it col-
lides with the septal wall (Fig. 6d). From this moment the
posterior side of the vortex ring expands, redirecting flow
along the posterior-inferior side of the LV toward the base
(Fig. 6d and 6l). Once the mitral valve closes, the fluid
swirls in a general clockwise manner along both the azi-
muthal and elevational (X and Y) axes, with many smaller
vortices appearing along the jet’s primary flow path
(Fig. 6f and 6n). Once the aortic valve opens, flow travels
upward along the posterior-inferior wall of the LV and up
along the base, passing under the mitral valve, before exit-
ing the LV through the outflow tract in a helical pattern
(with higher velocities at the top of the outflow tract than
at the bottom) (Fig. 6h).
Qualitative comparison
During the initial stages of filling, when the jet is
beginning to form, echo-PIV grossly underestimates the
velocity and volume of the jet (Fig. 6a vs. 6b and Fig. 6i
vs. 6j). Once the jet has progressed deeper into the LV
(closer to the probe), echo-PIV estimates similar velocity
magnitudes to tomo-PIV but still estimates the jet to be
thinner in volume (Fig. 6c vs. 6d and Fig. 6k vs. 6l).
Also, during this phase, echo-PIV and tomo-PIV observe
similar shapes and positions of the vortex rings, but the
magnitudes are larger in tomo-PIV. During diastasis,
echo-PIV and tomo-PIV agree in the general swirling of
the flow but a more detailed (winding) flow pattern is
observed in the tomo-PIV (Fig. 6e vs. 6f and Fig. 6m vs.
6n). During ejection, echo-PIV observes similar flow to
the tomo-PIV, moving up the posterior wall turning to
travel along the base, but no ejection is detected in the
region of the outflow tract.
Quantitative comparison
Volume flow rate. To quantitatively assess the
accuracy of echo-PIV, we calculated the flow rate through
various planes (Fig. 7a), including flow through the aorticoutflow tract (Fig. 7c), filling flow rates (only flow with
negative Z velocity components) calculated through hori-
zontal (XY) planes at depths of 25 mm (Fig. 7d), 50 mm
(Fig. 7e) and 75 mm (Fig. 7f) from the probe.
Echo-PIV severely underestimates the flow rate
through the outflow tract during ejection (Fig. 7c), with a
maximum flow rate of 54 mL/s compared with 145 mL/s
for tomo-PIV (62% underestimation). An increase in flow
through the plane is detected compared with the rest of
the cycle, but the magnitude is severely underestimated.
During filling, a large underestimation is also
observed at the 75 mm depth plane (Fig. 7d) with a dif-
ference in maxima of 94 mL/s (37%) at the time of jet
formation and a mean underestimation of 34 mL/s (26%)
over the whole cycle. For the 50 mm depth plane, the
underestimation of peak flow rate reduces to 75 mL/s
(23%) (Fig. 7e), with a mean underestimation of
31 mL/s (16%) over the whole cycle. In the 25 mm
plane, echo-PIV overestimates the peak velocity by
21 mL/s (11%) with a mean difference of 4 mL/s (5%)
less than tomo-PIV over the whole cycle (Fig. 7f).
Velocity magnitude. Velocity magnitudes at the
same depths as depicted in Figure 7a are shown in
Figure 8 (average velocity in a 4 mm sphere in the center
of the jet). Similarly, we see that echo-PIV underesti-
mated the high velocities more in the planes further
away from the probe. At 75 mm depth, the Root mean
squared error (RMSE) of echo-PIV’s velocity magnitude
was 18 cm/s (17%). This underestimation reduced to
12 cm/s (12%) at 50 mm depth and 8 cm/s (12%) at
25 mm depth. RMSE for outflow was 15 cm/s (40%).
Velocity profiles, measured at the 75 mm plane
(Fig. 7a, green), during jet formation and after the jet
had fully formed (t1 and t2) (Fig. 8b), are shown in
Figure 9. Note that echo-PIV highly underestimated the
velocity profile during the early stages of filling (t1)
(Fig. 9a and 9b), but correctly measured the profile a
short time later (t2) (Fig. 9c and 9d). Although while the
velocity magnitude was correctly measured at t2, the
width of the profile is still underestimated.
SNR and PSF. Calculated SNR and PSF values
are shown in Table 3. Between 25 and 75 mm depth
SNR decreased by 10 dB and the lateral PSF (X and Y)
increased fourfold. The PSF measured from the recon-
structed tomo-PIV volumes was 0.3 mm isotropic.
DISCUSSION
Flow structures imitating the trans-mitral filling jet
were produced by the LV phantom and measured in 4-D by
both tomo-PIV and echo-PIV at high temporal resolution
(1 kHz for imaging, 200 Hz for velocity vectors—owing to
Fig. 6. (ah) Azimuthal and (ip) elevational slices through the center of the mitral valve at different phases of the
pump cycle (t1t4) (see Fig. 7b). See text for details. (Video S2, available online).
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agreed on the general flow patterns observed, but echo-PIV
underestimated the velocity magnitudes and flow rates in the
deeper regions (i.e., close to the mitral and aortic valves).The two modalities agreed on the development of the
central vortex on the posterior/inferior side of the LV. The
part of the vortex ring on the septal and anterior sides of
the LV was less defined in echo-PIV than tomo-PIV. This
Fig. 7. (a) 3-D path-line visualization of tomo-PIV data at »t2, with colored slices corresponding to the through-plane
flow rate curves shown in (cf). (b) Pump flow rate curve with t1t4 indicating the time points shown in Figure 6. (c)
Flow rate comparison through the outflow tract and (df) through horizontal planes at 75 mm (c), 50 mm (d) and 25 mm
(e) depth from the transducer, limited to flow moving in the Z direction only (inflow). Symbols *, y and z refer to nota-
ble flow differences discussed in the text.
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septal/anterior side, where the lower lateral resolution of
echo-PIV was not able to resolve the flow gradients.
Underestimation in jet
Echo-PIV estimated the trans-mitral jet to be of
similar shape and follow the same path as tomo-PIV.
However, echo-PIV largely underestimated the volume
flow rate and velocity magnitudes of the jet at the start of
filling (Fig. 6a vs. 6b and 6i vs. 6j). The echo-PIV esti-
mate was more accurate closer to the probe (Fig. 6c vs.
6d and 6k vs. 6l), but the width of the jet was still
estimated to be thinner than with tomo-PIV. Note that
echo-PIV was able to measure similar velocity magni-
tudes as tomo-PIV (Fig. 9c and 9d), but estimated a thin-
ner profile spatially and a delayed temporal response.
The increasing flow rate underestimation with distance
from the probe suggests that the PSF, kernel size, SNR and/
or clutter are responsible, as discussed further below.
PSF and kernel size
The kernel size used (6 mm£ 5˚£ 5˚) corresponds
to approximately 6£ 6.5£ 6.5 mm3 at a distance of
75 mm from the probe, which is large relative to the final
tomo-PIV kernel size (3.843 mm3). The jet diameter wasroughly 15 mm, and the relatively large lateral kernel size
of 6.5 mm may cause averaging of the jet edges with the
surrounding slow flow regions, resulting in underestima-
tion of the jet profile that we see in Figure 9c. Note that
the kernel size could not be reduced further as the lateral
PSF width at that depth was » 4 mm after scan conver-
sion. Note that echo-PIV’s lateral PSF was »13 times
larger than that of tomo PIV at 75 mm distance from the
probe. We found that using a window-refinement scheme
(decreasing window size between iterations of block
matching) resulted in increased underestimation and num-
ber of spurious vectors.
A similar interaction between velocity gradient and
spatial resolution was found almost 30 y ago, where Foster
et al. (1990) found (using pulsed wave Doppler) that lon-
ger range gates and larger beam widths increased underes-
timation of flow profiles with steep velocity gradients.
Wigen et al. (2018), using their 3-D hybrid autocor-
relation/blood-speckle tracking estimator, reported an
increasing underestimation of faster lateral velocities, but
not for fast axial velocities, which were calculated using a
de-aliased autocorrelation estimator. Whether the differ-
ent trend in results compared to ours is caused by their
larger probe aperture or by the different tracking techni-
ques requires further studies, although it should be noted
Fig. 8. Velocity magnitude comparison through a 4 mm diam-
eter sphere in the center of the jet at different depths (the same
depths as indicated in Fig. 7a). Solid/dashed lines represent the
average velocity magnitude for echo-PIV and tomo-PIV. Note
that echo-PIV underestimates velocities more at farther distan-
ces from the probe. Time points t1 and t2 shown again for clar-
ity; see Figure 9 for velocity profiles these times.
Fig. 9. Instantaneous velocity profiles, through the 75 mm
plane (see Fig. 7a), at time points t1 (top row: a, bjet forma-
tion) and t2 (bottom row: c, djet formed) (see Fig. 8b) along
azimuthal (left column: a, c) and elevational (right column: b,
d) axes. Note that echo-PIV underestimates the peak velocity
profile magnitude at t1 but not at t2.
Table 3. PSF and SNR per depth
Depth (mm) SNR (dB) PSF (mm)
X Y Z
25 27 1.1 1.0 0.6
50 22 2.0 2.2 0.7
75 17 3.5 4.1 0.7
PSF = point spread function; SNR = signal-to-noise ratio.
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standalone block matching estimators (Tavakoli et al.
2014; Wigen and Lovstakken 2016; Poree et al. 2018).
SNR
In the case of SNR, we calculated that SNR
decreased by 10 dB from 25 to 75 mm (Table 3). A study
by Ekroll et al. (2018) showed that reducing SNR caused
increased lateral bias in 2-D speckle tracking. However,
the bias in this work was primarily axial, whereas Ekroll
et al. only showed appreciable increases in axial bias at
0 dB SNR. Thus, we do not expect that SNR is the pri-
mary source of underestimation seen in the trans-mitral
jet. However, SNR may play a significant role in the
underestimation seen during ejection, where displace-
ment is primarily lateral.
Clutter
Holbek et al. (2017b), when using 3-D transverse
oscillation, observed a similar underestimation in flow
rate and even an overestimation of peak-velocity magni-
tude compared with PC-MRI. They attributed the flowrate underestimation to underestimation of the velocities
close to the vessel wall, where the clutter filter removed
the moving blood signal. This caused “leakage” of low
velocities into the blood flow profile, reducing the over-
all flow rate.
In this study, we tested three different Butterworth
high-pass filter cutoffs (27, 55 and 110 Hz) as well as a
singular value decompositionbased clutter filter with
automatic low-rank truncation with the method
described by Voorneveld et al. (2018a) and Yu and Lov-
stakken (2010).The 55 Hz high-pass Butterworth filter
was used in this study because it resulted in the least
amount of clutter remaining in the valve region and the
least amount of underestimation in the resulting flow
profiles. An adaptive clutter filter may improve the
velocity results but was outside the scope of this study.
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LV phantom. The flow patterns generated by the
LV phantom share some key aspects with physiologic LV
flows. For example, the high velocity trans-mitral jet with
its accompanying vortex ring structure (Fig. 6b and 6j) and
the dominant central vortex structure (Fig. 6d and 6l) which
redirects the jet upward toward the base of the LV. Note
that flow is not split into an early and late filling phase, as
is the case physiologically. This is because the piston pump
moved in a sinusoidal pattern (Fig. 7b). Interpretation of
the physiologic consequences of flow patterns observed in
this study should take this temporal profile into consider-
ation. In addition, the LV shell does not include trabecular
structures, nor does it contract and relax with a twisting
action that is observed in the human LV (Omar et al.
2015). However, the purpose of this phantom was to create
reproducible flow patterns on a scale like those observed
in vivo, with less simplistic flow patterns than other com-
mon validation phantoms, such as the straight tube (laminar
flow experiments) (Hoyos et al. 2016; Voorneveld et al.
2016) or the spinning disk phantom (Hoyos et al. 2016;
Wigen and Lovstakken 2016; Faurie et al. 2017) (it should
be noted that Faurie et al. [2017] and Wigen and Lov-
stakken [2016] also compared their techniques with
PC-MRI in vivo). Production of these flow patterns was
accomplished in a setup which can be imaged both
optically and acoustically. This phantom was inspired by
similar LV flow phantoms capable of both optical and
acoustical imaging (Kheradvar et al. 2010; Gao et al. 2015;
Asami et al. 2017), although it should be noted that in this
study we utilize a more realistic LV geometry.Imaging view. The probe used in this experiment
was a TEE probe, but the imaging angle chosen is an api-
cal transthoracic view. An apical view was used because a
typical TEE view would have required the probe to be
mounted on one of the walls of the LV chamber, but the
walls needed to be kept clean for tomo-PIV imaging. If a
more typical TEE view were used, the distance to the
mitral valve area would be reduced to less than 70 mm,
by viewing the LV parallel to its long axis. This shorter
imaging depth would allow for a higher PRF. On the other
hand, viewing the LV perpendicular to its long axis would
mandate a larger lateral field of view, possibly requiring
more gated acquisitions to fully sample the LV spatially.Contrast agent. In this study, we used air bubbles
as a contrast medium; in vivo UCA microbubbles would
be used instead. Air bubbles were used because they
already appeared spontaneously in the phantom’s opera-
tion, and earlier iterations of the experiment indicated that
addition of microbubbles did not improve the track-
ing result over the spontaneous air bubbles. Translation toin vivo applications would require the use of UCA micro-
bubbles where studies would need to be performed to opti-
mize microbubble concentration and acoustic pressures.
Analyses
As the tomo-PIV and echo-PIV data sets were not
co-registered in space, a pair-wise analysis was not per-
formed; thus, comparison between the flow patterns in
each data set was largely qualitative. A reliable means of
registering the two data sets would allow for more accu-
rate quantitative analyses to be performed.
FUTURE PERSPECTIVES
Resolution
Improving lateral resolution is expected to reduce
the spatial smoothing of the jet velocity profile and allow
for smaller flow structures to be resolved. Increasing
aperture size is difficult for TEE probes owing to power
dissipation and spatial constraints. However, transtho-
racic probes have slightly more manageable power dissi-
pation constraints, but the aperture still has to fit
between the ribs »1520 mm.
Alternatively using plane waves or multi-line trans-
mit sequences may allow for better resolution at depth,
which may improve accuracy. However, these imaging
schemes will incur a cost in frame rate, which may compli-
cate the clutter filtering and/or block-matching processes.
SNR
SNR at depth can be improved by transmitting at a
lower frequency; however, this will result in significantly
lower lateral resolution. Using pulse inversion and second
harmonic filtering may help, by transmitting at 23 MHz
and receiving at 46 MHz, thereby increasing penetration
depth and reducing tissue clutter simultaneously.
Frame rate
The proposed acquisition sequence of four gated
cycles of four beams per cycle allowed for a frame rate
of 1 kHz while still scanning a field of view of
60˚£ 60˚. The goal, of course, is for fully time-resolved
4-D velocity estimation in a single heartbeat. However,
this work serves as an intermediate step, where the
requirement for multiple beams was mandated by the
probes micro-beamforming architecture. The PRF was
limited to 4 kHz to avoid reflection artifacts from the
phantom lid, which appeared in the middle of the LV at
higher PRF (>5 kHz PRF should have been possible at
120 mm depth). A higher PRF would have permitted
more beams per cycle, while keeping the frame rate con-
stant, thereby reducing the number of gated cycles
required for imaging the required field of view. Another
method to reduce the number of gated cycles would be
816 Ultrasound in Medicine & Biology Volume 46, Number 3, 2020to reduce the number of elements grouped together for
channel reduction, because this would effectively reduce
the pitch in receive so a wider beam could be formed
without grating lobes.
To reduce spurious vector results, we used a corre-
lation ensemble of five frames. Increasing the correlation
ensemble length will further improve SNR in the case of
low velocity gradients, but will be susceptible to correla-
tion peak broadening in the presence of high velocity
gradients. Our choice to ensemble average of five frames
reduced the vector frame rate to 200 fps; however, this
could also be performed using a moving average, so that
the frame rate could have been preserved at 1000 fps (at
the cost of computational time).MRI
Finally, the proposed LV phantom is also MRI
compatible. Future work will assess 4-D flow MRI accu-
racy against tomo-PIV, facilitating comparison between
4-D echo-PIV with 4-D flow MRI.CONCLUSION
We have demonstrated, in vitro, that 4-D echo-PIV
of the whole LV can be performed in just four heart
cycles. The general flow patterns compared well with
tomo-PIV, an optical technique with far superior spatial
resolution. Significant underestimations in flow rates
were observed in the basal region of the LV, close to the
mitral and aortic valve, which were located furthest from
the probe. The reason for underestimation is suspected to
be owing to spatial smoothing where PSF is large rela-
tive to the spatial velocity gradients.
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